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•	 	LED Wand- und Deckenanbauleuchte
•	 Optional mit 3h Notlichtfunktion und Tridonic HF Bewegungssensor
•	 2 verschiedene Größen aus Aluminiumdruckguss
•	 Oberflächenbehandlung von Aluminium: Epoxidgrundierung + Lackierung 

mit UV-stabilisiertem Epoxidpulver 
•	 Erhältlich in den Farben weiß, anthrazit und aluminiumgrau
•	 Opaler Polycarbonat-Diffusor
•	 Schutzart: IP65
•	 Schutzklasse: I
•	 IK10
•	 Integriertes elektronisches Versorgungsteil

•	 LED wall and ceiling mounted luminaire
•	 Optional with 3h emergency light and Tridonic HF motion sensor
•	 2 body sizes of die-cast aluminium
•	 Housing colors white, anthracite and aluminium grey
•	 Surface treatment of aluminium: epoxy coating + varnish with UV-stabilized epoxy 

powder
•	 Opal polycarbonate diffuser
•	 Protection Rating: IP65
•	 Protection Class: I
•	 IK10
•	 Built-in electronic power supply

Auf Anfrage
•	 2700 K
•	 DALI

On request
•	 2700 K
•	 DALI

LUNETTE  
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Ø 365 mm, H70 mm

Standard 27 W

4000 K   LU-25NW1   LU-25NW6   LU-25NW7 2454 lm

3000 K   LU-25WW1   LU-25WW6   LU-25WW7 2454 lm

3h Notlichtfunktion | 3h emergency light 27 W

4000 K   LUN-25NW1   LUN-25NW6   LUN-25NW7 2454 lm

3000 K   LUN-25WW1   LUN-25WW6   LUN-25WW7 2454 lm

Mit Tridonic HF Bewegungssensor | With Tridonic HF motion sensor 27 W

4000 K   LUS-25NW1   LUS-25NW6   LUS-25NW7 2454 lm

3000 K   LUS-25WW1   LUS-25WW6   LUS-25WW7 2454 lm

27 W
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LUNETTE
LED Wand- und Deckenanbauleuchte
LED wall and ceiling mounted luminaire
230V/50Hz / CRI >80

Ø 235 mm, H68 mm

Standard 15 W

4000 K   LU-13NW1   LU-13NW6   LU-13NW7 890 lm

3000 K   LU-13WW1   LU-13WW6   LU-13WW7 890 lm

3h Notlichtfunktion | 3h emergency light 15 W

4000 K   LUN-13NW1   LUN-13NW6   LUN-13NW7 890 lm

3000 K   LUN-13WW1   LUN-13WW6   LUN-13WW7 890 lm

Mit Tridonic HF Bewegungssensor | With Tridonic HF motion sensor 15 W

4000 K   LUS-13NW1   LUS-13NW6   LUS-13NW7 890 lm

3000 K   LUS-13WW1   LUS-13WW6   LUS-13WW7 890 lm

16 ø188 16 ø314

Für seitliche Kabeleinführung, Durchgangsverdrahtung möglich | For lateral cable entry, through wiring possible

Abstandhalter | Spacer

Z-LU188

Abstandhalter | Spacer

Z-LU314
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Zubehör | Accessories 

 Weiß | White  Anthrazit | Anthracite  Aluminiumgrau | Aluminium grey




